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Nanjing Jiangsu 210094, P. R. China

ABSTRACT

Artificial neural network (ANN) plays very
important role in microwave engineering.
Training a neural network model is the key of
neural network technique. The conventional
methods for training, such as method of moment
(MoM), are time-consuming when the training
parameters are a bit more. In order to aid the
training process by reducing the amount of costly
and time-consuming sampling cycles, a lot of
algorithms have been developed, such as
asymptotic waveform evaluation (AWE). In this
paper, MoM in  conjunction with the
two-dimensional AWE is applied to accelerate the
process of training the neural network model
based on the input impedance response on
Jrequency and that on other parameters of a
microstrip antenna. In AWE method, the
derivatives of Green’s function are required. A
closed form of microstrip Green's function is used
Jor this requirement. Then, the derivative matrices
respect to both frequency and permittivity can be
obtained from the original matrix. With these
matrices in  hand,  coefficients of the
two-dimensional Pade polynomial can be
obtained. So the sampling data for training
neural network model can be obtained and the
process of training neural net model can be
completed quickly and accurately. Numerical
results demonstrate the efficiency of this

technique.
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1 INTRODUCTION

Artificial neural networks (ANNs) have emerged
as a powerful technique for modeling general
input/output  relationships. ANNs provide
electromagnetically trained ANN (EM-ANN)
models for use in CAD of RR/microwave circuits,
antennas, and systems [1]. The training is the
most important step in the development of ANNSs.
The actual training process involves algorithms
for finding values of weights associated with
various neurons. This process can be viewed as an
optimization  one.  Various  well-known
optimization techniques, such as genetic
algorithms and so on, can be used for this purpose.
This process is quite time-consuming. For
example, to train an ANN which is available in a
wide frequency band, the computation should be
carried out repeatedly at different frequencies. To
overcome this difficulty, the space-mapping (SM)
technique has been introduced [2]. This technique
establishes a mathematical link between the
coarse and the fine models and directs the bulk of
the CPU-intensive computation to the coarse
model, while preserving the accuracy offered by
the fine model. Alternatively, the asymptotic
waveform evaluation (AWE) has also been
applied in finite difference solution [3-6]. This
technique extrapolates the data from one point to
a certain range based on the value and the high
order derivatives at this point. From this concept,
it is seen that this technique is computationally
efficient due to involving the analytical
relationships and is available to the cases where
the derivatives may be obtained. AWE requires
the derivatives of Green’s functions, so it is often
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used for free-space problems [7-8]. In this paper,
the 2-D AWE has been developed to extrapolate
the responses over frequency and permittivity
simultaneously to characterize  microstrip
antennas, so the response over certain frequency
and permittivity ranges can be extrapolated from
single point accurately and quickly. To check the
validity of this method, the analysis of microstrip
patch antenna is chosen as an example by using
method of moments (MoM). The variables in the
model are frequency, relative permittivity,
position of feed line and the dimension of the
patch. In the training process, two-dimensional
AWE is responsible for providing the response of
both frequency and relative permittivity
simultaneously within certain range.

2 FORMULAS
2.1 Two dimensional AWE method {9]

MoM with the substrate Green’s function usually
results in a matrix equation in the following form:
Zk,e ) (k, g, )=V (k,&,) 2.1
Where Z is a square matrix and only can be
determined by the object analyzed, I is an
unknown vector of the induced currents on the
patch, ¥ is a known vector associated with the
source or excitation, and k is the wave number
and &, is permittivity. In accordance with the
AWE method, I(k,£,) is expanded into a
two-dimensional Taylor series to obtain the
solutions of (2.1) over certain frequency and
permittivity ranges.
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Where k; is the wave number on the expansion
point, a,, denote the unknown coefficients, and
Px(Q denotes the total number of such
coefficients.
In order to get the coefficients a,,, the derivatives
of matrix 7 have to be generated. A closed form
Green’s function G\’(p) that is easy to get
derivatives is used [10].

G9(p)=a” [Ly(=F)~
~Jkoep _
—a (2.4)
kop
Ly(2) = Hy(2)-%,(2) @5)

Where ais defined as a = ((¢, 4, ~1)/ &, )koh ,
Hj and Y, are the Struve and Neumann functions
of zero order and p = J(x—x')z +(y-y)* . The
Green’s function GV(p) in (24) is valid
subject to the conditions k,p(kyh/¢€,)? <<1
and k,p(u, koh)? <<1.

The Taylor expansion has a limited bandwidth. To

obtain a wider bandwidth, we represent
I(k,&,) with a better rational Padé function:

Zb, (k—ky) (e, —£,5)
I(k,e,) =5
Y. emk~ko) (5, ~£,0)"
1=0 m=0
(2.6)

Where ¢y =1 and XF+YG+X+F+Y+G+1

=PQ+P+Q. If we make Y=G the unknown
coefficients b;; and c;; can be calculated by
substituting (2.2) into (2.6), multiplying (2.6) by
the denominator of the Padé expansion, and
matching the coefficients of the equal powers of
k-kp and &, —&,,. This leads to the matrix
equation (2.7). Where » is from 1 to X. If we solve
equation (2.7) in tumn, b;; and ¢;; can be obtained,
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and the current vector /(k, &, ) can be obtained
by the calculated Padé model.

2.2 Neural networks [11]

Multilayer perceptrons (MLP) are the most
popular type of neural networks in use today.
Typically, an MLP neural network consists of an
input layer, one or more hidden layer, and an
output layer, as shown in Fig. 2.1. The top layer is
the output layer and the input impedance and
other scattering parameters can be outputted. The
bottom layer is the input layer, and four
parameters, frequency, relative permittivity,
position of feed line and the dimension of patch,
are inputted. The other two layers are hidden
layers, and it can be automatic treated in the
software [12].

0o .- 0 0
o 1 .. 0 0
0 O 1 —dy._ro
o 0 - 0 -—-ay_ ;.0
o 0 - 0 ~ Ay
. - -
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i=0
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2.3 Hybrid of AWE and ANN

AWE method is an accurate and efficient
technique that is based on the electromagnetic
mechanism. In the practical application, the
response varied with frequency and permittivity

0 ~ Qo0 {bo,n

~ Qo0 ~ dy by,

~dyx_1,0 ~dy.o by,

“Q@x0 T 9xi10 CFron
“OxisFr0 " Axer+10 || Con |

can be simuitaneously obtained by the
two-dimensional AWE method. In AWE, the
differentiation operates on the Green’s function
which does not involve the dimensions of the
object to be analyzed. Therefore it is not available
to obtain the response with respect to the
dimensions through AWE. In this case, the
sampling data for training variables respect to the
dimension of the microstrip and position of feed
line can only be calculated point by point. Even in
this case, the speed of training is about one or two
orders faster than that of direct training. With the
two-dimensional AWE method and neural
network technique in hand, we can accurately and
efficiently construct the neural network model.
The flowchart is shown in Fig. 2.2.

As the neural network model is constructed, the
response of object varied with each parameter can
be immediately obtained. This trained model may
be used in the optimization of microstrip
structures other than microstrip antennas.
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Fig.3.1 The antenna geometry
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3 NUMERICAL RESULTS AND
DISCUSSION

The example is a microstrip antenna consisting of
a conducting patch residing on a dielectric
substrate having thickness h=0.787mm (Fig. 3.1).
The increments of frequency, relative permittivity,
position of feed line H and dimension of patch L
are 0.01GHz, 0.01, O0.lmm and 0.0lmm
respectively. In order to get the response under
the following specification: the frequency varies
from 7.5GHz to 8.4GHz; the permittivity varies
from 1.8 to 2.8; the dimension L varies from
12.0mm to 13.0mm; the feed line position H
varies from 8.79 to 0.79, the direct method
requires 7.5 x 10° seconds to obtain the solution
on a Personal Computer (1.2GHz AMD K7
processor). With general neural network
algorithm, including the training time, to obtain
the same accuracy, 1.4x10°seconds are need.
But with hybrid method, onty 1.2x10°seconds
are needed, which is 6.3x10* times faster than
the direct method and 1.2x10' times faster than
the general neural network method (Table 3.1).
The training process of the software-
“Neuralmodeler” is shown in Fig. 3.2 and the
final error is less than 0.01. Figure 3.3 and Figure
3.4 show the real and imaginary parts of the input
impedance as a function of frequency, relative
permittivity, dimension L and position H by using
the hybrid method of the two dimensional AWE
method and neural network algorithm,
respectively (Due to difficulty in presenting four
dimensional figure, the variables, dimension L
and position H, are fixed). When this four
variables neural network model for this antenna
patch is obtained, consequently the optimizing

and designing will be an easy job. This neural
network  model  gives the  complete
characterization of the microstrip patch antenna.
Because of its computational efficiency, it is
realizable in the optimization and the observation
of the sensitivity of the parameters, such as the
relative permittivity (Fig. 3.5). In this example,
only four variables are involved. It is observed
that the more the variables to be optimized, the
more the reduction of the computer time.

4 CONCLUSION

The AWE algorithm has been extended from one
dimensional to two dimensional cases. This
extension results in the extrapolation for two
variables simultaneously. Compared to the
one-dimensional AWE, the computer time is
further reduced significantly. The hybrid of AWE
and ANN makes full use of the advantages of
both algorithms. Numerical results demonstrate
the efficiency of this hybrid scheme.
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Table 3.1 The compare of neural network methods and direct method

. Neural network method X
Time - Direct method
Hybrid method General method
. Sampling 1.2x10° s 1.4x10%s .
Training - ; N No training
Modeling 7.0x10" s 7.0x10" s

Generating response Almost zero Almost zero 7.5%10° s

Total time 1.2x10° s 1.4x10°s 7.5x10° s
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Figure 3.3 The real part of the input impedance Figure 3.4 The imaginary part of the input impedance
(L =12.5 mm, H=8.79mm). (L.=12.5 mm, H =8.79mm).
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Figure 3.5 Sensitivity of the permittivity (L=12.5mm, H=8.79mm).

5 REFERENCES

(1]

(2]

(3]

(4]

(5]

V. Devabhaktuni, M. C. E.Yagoub, Y. Fang,
J. Xu and Q. J. Zhang, ‘“Neural networks for
microwave modeling: model development
issues and nonlinear modeling technique,”
International Journal of RF and Microwave
CAE, (invited, to be published).

J. W. Bandler, M. A. Ismail, J. E. Rayas-
Sanchez and Q.J.Zhang, “Neuromodeling of

microwave circuits exploiting  space
mapping  technology,” IEEE Trans.
Microwave Theory Tech., vol. 47, pp.

2417-2427, December 1999.

E. K. Miller, “Model-based parameter
estimation in electromagnetic Pt.1,” /EEE
Antennas and Propagation Magazine, vol.
40, no. 1, pp. 40-52, 1998.

E. K. Miller, “Model-based parameter
estimation in electromagnetic Pt. 2, IEEFE
Antennas and Propagation Magazine, vol.
40, no.1, pp. 51-65, 1998.

E. K. Miller, “Model-based parameter
estimation in electromagnetic Pt. 3,” JEEE
Antennas and Propagation Magazine, vol.

(6]

[7]

(8]

(9]

[10] Ahmad Hoortfar,

40, no. 3, pp. 49-66, 1998.

M. Li, Q. J. Zhang and M.S.Nakhla, “Finite
solution of EM fields by
asymptotic waveform techniques,” JEE

difference

Proceedings on Microwaves, Antennas and
Propagation, vol. 143, pp. 512-520,1996
D. Jiao and J. M. Jin, “Asymptotic
Waveform Evaluation for Scattering by a
Dispersive Dielectric Object,” Microwave
Opt. Tech Lett., vol. 24, no. 4, pp. 232-234,
Feb. 2000

C. M. Tong and W. Hong, “Fast Calculation
of Wide Angle Mono-static RCS of
Dielectric Cylinders Based on Asymptotic
Wave Evaluation Technique,” Chinese
Journal of Radio Science, vol. 16, no. 1, pp.
72-75, 2001

Y. Xiong, D. G Fang and F. Ling,
“Two-Dimensional AWE Technique in Fast
Calculation,” ICMMT’2002, pp. 393-396
“Simple Closed-Form
for Microstrip Green’s
Functions in a  Magneto-dielectric
Substrate,” Mircrowave Opt. Tech. Letters,
vol. 8, no.1, pp. 33-36, Jan. 1995

Expressions



XIONG, et al..: AWE ALGORITHM IN TRAINING NEURAL NETWORK MODEL

[11JQ. J. Zhang and K.C.Cupta, Neural
Networks for RF and Microwave Design,
Artech House, 2000,

[12] Q. J. Zhang and his research team, software
“NeuralModeler”, Version 12.2 for
windows NT 4.0

. Xiong Ye was bomn in
¢ JiangSu province in October
- 1978, He received the
. bachelor degree in electro-
| magnetics and microwave
technology from Nanjing

University of Science and
Technology (NUST) in 1996.

At present he is pursing postgraduate degree in
millimeter wave technique laboratory in NUST,
His main research interests are radar image
analysis, radar cross section prediction and AWE
technique.

FANG Dagang (SM’90,F’03)
was born in Shanghai in June
1937. He graduated from
graduate school of Beijing
Institute  of Post and
Telecommunications in 1966.

From 1980 to 1982, he was
Visiting Scholar at Laval
University and University of

Waterloo both in Canada. He has been a
Professor of Nanjing University of Science and
Technology since 1986. He was qualified as
Ph.D. student supervisor in 1990. He had been
Visiting Professor of six universities in Canada
and in Hong Kong since 1987. He is IEEE
Fellow and on the editorial board of IEEE Trans.
MTT and several other journals. He also serves
as Vice Editor of “The Chinese Journal of
Microwaves”. He has co-edited one proceedings
of international conference, authored or
co-authored one book, one textbook, two book
chapters and over 300 papers including more
than 40 papers published in the international
joumnals. His research interests include
computational electromagnetics, microstrip

antennas, EM scattering and microwave imaging

and smart antenna.

Ru-Shan Chen received the
B.Sc. degree in 1987 and
M.Sc. degree in 1990 both
from Dept. of Radio
engineering, Southeast
University and PhD from

j # Dept of Electronic
Engineering, City University of Hong Kong in
2001. He joined the Dept. of Electrical
Engineering, Nanjing University of Science &
Technology (NUST), where he was a Teaching
Assistant in 1990, and Lecture later in 1992.
Since Sept 1996, he was a Visiting Scholar in
Dept. of Electronic Engineering, City University
of Hong Kong, first as RA, became a Senior RA
in July 1997 and a RF in April 1998. From June
to Sept. 1999, He was also a Visiting Scholar at
Montreal University, Canada. In Sept. 1999, he
was promoted to be a full Professor and
Associate  Director of Microwave &
Communication Center in NUST and Associate
Head, Dept of Communication Engineering,
NUST in 2001. He ever received the 1992
third-class science and technology advance prize,
the 1993 third-class science and technology
advance prize and the 1996 second-class science
and technology advance prize given by National
Education Committee of China, the 1999
first-class science and technology advance prize
given by Jiang Su Province, the 2001
second-class science and technology advance
prize. He has authored or co-authored more than
120 papers including 60 paper in international
joumals. His research interests mainly include
microwave/millimeter wave system, measure-
ments, antenna, circuit and computational
electromagnetics.

135




